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CONSTRUCTION DETAILS

INSTALL 4 IN. PVC SCHEDEULE 80 CONDUIT — TRENCHED
INSTALL 12 PAIR INTERCONNECT CABLE IN EXISTING BASE

MOUNTED CABINET.

USE EXISTING HANDHOLE.
USE EXISTING CONDUIT.

INSTALL HANDHOLE

GENERAL NOTES

1. THE CONTRACTOR SHALL INSTALL 12 PAIR INTERCONNECT CABLE
INTO EXISTING BASE MOUNTED CABINET. MCDPWAT FORCES SHALL
MAKE ALL WIRING CONNECTIONS INSIDE CABINET.

2. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR
TO INSTALLING INTERCONNECT EQUIPMENT: IF THERE ARE ANY
CONFLICTS THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
THE CONTRACTOR IS TO CALL MCDPW&T AT 240-777-2190 TO MARK
ALL EXISTING UNDERGROUND SIGNAL EQUIPMENT BEFORE DIGGING.

3. INTERCONNECT CABLE FROM OUTLET DRIVE TO AUTOMOBILE BLVD/
CASTLE BLVD WILL BE INSTALLED BY MCDPWT FORCES.
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